
Style#

100

Fusible Webs & Adhesives: Laminates 

Vinyl-Fuse™ Gloss 
Iron-On Vinyl Protection

Vinyl-Fuse™ Gloss adds a clear, glossy iron-on protection to crafts, home décor, bags and 

apparel. It is water repellent to help protect projects from spills and other water damage.

Note: Always pre-test with a swatch of your fabric prior to use to make sure it is compatible with the fusible.  

It is recommended to pre-wash all fabrics to remove any coatings that might interfere with the fusible. 

General Directions: 

1. Pre-heat dry iron to medium heat setting.

2. Peel Vinyl-Fuse Gloss from release paper and place sticky side 

 down onto fabric. Smooth with hands.

3. Place the shiny side of the release paper that was just removed on 

 top of the vinyl. 

 Press and hold iron onto the release paper on top of the fabric for  

 8 seconds. Do NOT allow iron to make direct contact with the  

 Vinyl-Fuse Gloss. ALWAYS IRON ON A SMOOTH SURFACE.  

 Repeat by lifting iron onto a different area and holding for  

 8 seconds, slightly overlapping until desired area is covered.
4. Flip fabric over and iron the back of fabric for 4 seconds. Repeat by 

 lifting iron onto a new area and pressing for 4 seconds, slightly 

 overlapping until desired area is covered.

Tips:

n For double-sided Vinyl-Fuse Gloss projects, adhere sticky side of vinyl to the remaining side of fabric and repeat steps 3 & 4.

n If project requires sewing, use Vinyl-Fuse Gloss to laminate all materials first.

Fiber Content: 100% Vinyl 

Care Instructions:

Hand wash in cold water or wipe off with 

damp cloth. Do NOT tumble dry, dry 

clean or use fabric softeners.

Contentenido de Fibra: 100% Vinil 

Instrucciones de Mantenimiento:

Lave a mano en agua fría ó limpie con un 

paño húmedo. NO lave en seco,

utilize secadora o suavizante.

Project:  

Make-Up Brush Pouch 

Designer: Kati Spencer

Project:  

Make-Up Brush Pouch 

Diseñador: Kati Spencer

For free project ideas and patterns, visit www.PellonProjects.com

Customer Service – US & Canada 1.800.223.5275, M–F 8a–6p EST

For free project ideas and patterns, visit www.PellonProjects.com

Customer Service – US & Canada 1.800.223.5275, M–F 8a–6p EST

Estilo#

100

Web de Fusión Thermoadhesiva: Laminados 

Vinyl-Fuse™ Gloss 
Vinil de Protección a Planchado

Agrege un brillo protector a sus artesanías, proyectos de decoración del hogar, 

bolsos y acessorios con Vinyl-Fuse™ Gloss. Protege sus proyectos por ser a prueba 

de agua y es resistente a los rayos UV.

Nota: Revise cuidadosamente todas las instrucciones antes de su uso. Siempre pruebe una pequeña pieza antes de 

su uso para asegurarse de que la entretela termoadhesiva se adapte bien a la tela seleccionada. Recomendamos 

lavar las telas antes de la fusión. No utilice suavizante de tela.

Direcciones generales: 

Agrege un brillo protector a sus artesanías, proyectos de decoración del hogar, 

bolsos y acessorios con Vinyl-Fuse Gloss.

1. Pre-caliente la plancha en modo medio.

2. Retire la capa de papel y coloque la parte adhesiva sobre la tela y  

 alise con sus manos.

3. Coloque la capa de papel sobre el vinil. En una superficie plana, 

 planche sobre la capa de papel. No permita que la plancha  

 tenga contacto con Vinyl-Fuse Gloss. Presione por 8 segundos,  

 levante levemente y repita el proceso en todo el area a fusionar.

4. De vuelta y planche sobre la tela por 4 segundos. Levante 

 lentamente y planche por 4 segundos, repita el proceso hasta 

 cubrir todo el area a fusional.

Sugerencias:

n Para proyectos reversibles, utilize la parte adhesiva de Vinyl-Fuse Gloss en el resto de la tela  

 y repita direcciones 3 y 4.

n Para proyectos que requieran ser zurcidos utilize el vinil antes de confeccionar su artesanía.
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